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Abstract— The modeling of physiological control systems 
via mathematical equations reflects the calculation procedure 
more than the structure of the real system modeled, and sev-
eral simulation environment have been used so far for this 
task. Nevertheless, object-oriented modeling is spreading in 
current simulation environments through the use of the indi-
vidual components of the model and its interconnections to 
define the underlying dynamic equations. In this paper we 
describe the use of the MODELICATM simulation environment 
in the object-oriented modeling of the cardiovascular control 
system. The performance of the controlled system has been 
analyzed by object-oriented simulation in the light of existing 
hypothesis and physiological data used here for validation 
purposes. 
Keywords— Object-Oriented Modeling, MODELICATM 
Simulation Language, Cardiovascular System, Pressure Con-
trol. 
I. INTRODUCTION  
There are a considerable number of specialized and gen-
eral-purpose modeling software applications available for 
biomedical studies, which are commonly divided into struc-
ture-oriented and equation-oriented. Most of them follow a 
causal modeling approach and require explicit coding of 
mathematical model equations or representation of systems 
in a graphical notation such as block diagrams, which is 
quite different from common representation of physiologi-
cal knowledge. 
The object-oriented approach can offer many advantages 
in biomedical research both for the building of complex 
multidisciplinary models when dynamics are given by a set 
of differential algebraic equations [1]. The object-oriented 
approach has been made possible by using the modeling 
environment MODELICATM [2] among others, which al-
lows the system, subsystem, or component levels of a whole 
physiological system to be described in increasing detail. 
While the MODELICATM environment has been used for a 
long time in different fields of engineering [3] there are few 
results in biomedical system modeling [4-5] particularly in 
cardiovascular modeling and control.   
Cardiovascular modeling and control present a particular 
challenge and require both a multi-scale and a multi-physics 
approach [6-7]. Several mathematical models of the closed 
loop cardiovascular system have been developed [8-9] and 
software tools based on hierarchical block diagrams have 
also been applied to the description of cardiovascular sys-
tems [10-11].  
The regulatory control of the cardiovascular system has 
been studied intensively, more than any other physiological 
system. In fact, the high rate of cardiovascular diseases is 
certainly one of the main reasons for its analysis. The con-
trol mechanisms responsible for maintaining arterial blood 
pressure may be divided into short-term processes, which 
are effective over a period of seconds to hours, and long-
term processes that operate over days to weeks. The former 
are largely neural based, utilizing receptors in the heart and 
blood vessels to sense blood pressure and the autonomic 
nervous system (ANS) to regulate the cardiac function and 
diameter of resistance vessels.  The mid-term control is 
basically hormonal while the renal system plays the central 
role at long-term [6]. 
In this paper we describe the use of the MODELICATM 
simulation environment in the object-oriented modeling of 
the cardiovascular regulatory system considering the short, 
medium and long-term mechanisms. For this task we have 
followed an acausal hierarchical structure whose validity 
has been previously assessed to represent the cardiovascular 
dynamics as a multi-compartmental system. The results 
have been obtained under both physiological and pathologi-
cal conditions, namely, hypertension due to either increased 
values of peripheral resistance, heart rate or intravascular 
volume, and hypotension due to either decreased heart rate 
or severe hemorrhage, assuming the validation tests previ-
ously performed with physiological data. 
II. MODELING THE CARDIOVASCULAR CONTROL SYSTEM  
The cardiovascular model here used can be represented 
with a set of nonlinear equations describing its dynamics 
[8]. Nevertheless, the present paper focuses on the multi-
compartmental acausal approach so that the whole system 
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will be described by eight compartments, namely, the four 
cardiac chambers (auricles and ventricles), the pulmonary 
circulation (arterial and venous) and the systemic circula-
tion (arterial and venous) (Fig. 1). 
 
Fig. 1 Compartmental Model of the Circulatory System 
Each compartment will be modeled by using a mathe-
matical relationship between pressure , volume , 
input flowrate  and output flowrate  relative 
to the i
th
 compartment given as 
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while flowrate  between compartments i and j is 
defined by 
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where  and  stand respectively for the compliance and 
admittance of compartment i, while the function 
 is used in case of flowrate through a 
valve. It is important to highlight the temporal dependence 
  which exhibits each of the ventricular com-
partments. 
The short-term mechanism to control arterial pressure is 
represented by the baroreceptors, which as described in [12] 
regulate the heart rate, the ventricular elastance, the cava 
elastance and the peripheral system resistance as a function 
of the mean aortic pressure value through a first-order filter 
with transfer function  and a dead zone (Fig. 2). 
The long-term mechanism to control arterial pressure is 
represented by the renal system through the elimination of 
urine. In order to model this effect it is assumed as de-
scribed in [13] that there is a linear relation between the 
renal excretion flowrate  and the plasmatic volume 
 stated as 
   
            (5)     
 
where  ,  and represent a measured excretion 
constant for dehydration and overhydration and the urine 
flow under normal condition respectively while  stands 
for the plasmatic volume under physiologic conditions. The 
plasmatic volume  is calculated by aggregation of the 
volume of each of the constitutive compartments 
applying the hematocrit factor.  
 
Fig. 2 Diagram of the Baroreceptor Regulatory System 
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 The whole cardiovascular control system is obtained by 
integration of the circulatory system, the short-term and the 
long-term arterial pressure control modules described.  
III. THE MODELICATM MODELING APPROACH 
 MODELICATM [3] is in general an equation-based 
object-oriented language for modeling continuous complex 
physical systems for the purpose of computer simulation, 
and is primarily based on equations instead of assignment 
statements. It also has multi-domain modeling capability, 
meaning that model components corresponding to physical 
objects from several different domains can be described and 
connected. MODELICATM is an object-oriented language 
whose basic construct is class (model, block, function, 
type,…), which facilitates reuse of components and evolu-
tion of models.  
 The most important difference with regard to the tradi-
tional block-oriented simulation tools is in the different way 
of connecting components. So, a special-purpose class con-
nector as an interface defines the variables of the model 
shared with other sub-models, without prejudicing any kind 
of computational order. In this way the connections can be, 
besides inheritance concepts, thought of as one of the key 
features of oriented-object modeling, enabling effective 
model reuse. 
 The basic idea of implementation in MODELICATM is 
to decompose the described system into components that are 
as simple as possible and then to start from the bottom up, 
connecting basic components (classes) into more compli-
cated classes, until the top-level model is achieved. The 
default integration method is the DASSL code as defined by 
[14], nevertheless some other methods are available as 
Runge-Kutta and BDF based.  
 
Fig. 3 MODELICATM Block Diagram of the Systemic Circulation 
The arterial pressure control system was simulated using 
MODELICATM including each of the circulatory compart-
ments above mentioned together with the control mecha-
nisms. The MODELICATM block diagrams of any of the 
compartments are illustrated in Fig. 3, while the barorecep-
tor control system and the renal control system program-
ming are also depicted in Fig. 4 and Fig. 5. 
 
 
Fig. 4 MODELICATM Block Diagram of the Baroreceptor Mechanism 
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Fig. 5 MODELICATM Block Diagram of the Renal Control Mechanism 
IV. RESULTS 
In order to test the performance of the pressure control 
system several experiences have been accomplished, both 
under physiologic conditions by varying resis-
tance,elastance or heart rate reference values in the barore-
ceptor control module and by considering liquid intake, 
hemorrhage and blood transfusion as external flowrates 
entering the circulatory system. The results have been ob-
tained by assuming the validation tests previously per-
formed with physiological data by [8]. 
In Fig. 6 it is depicted the short-term control system re-
sponse to a system resistance increasing showing the mean 
aortic pressure regulation to a constant reference level. 
 
Fig. 6 Baroreceptor response to a sudden 30% change in the system resis-
tance at t = 20 s 
In Fig. 7 it is shown the long-term control response to a 
slight hemorrhage combined with a transfusion applied to 
the system circulation compartment. It can be observed the 
systemic pressure value is restored after the transient show-
ing the ability of the renal system to compensate for these 
abnormal situations. 
 
Fig. 7 Renal response to an hemorrhage and subsequent transfusion of 10 
ml/min during 10 min at t = 10 s and t = 30 s respectively 
V. CONCLUSIONS 
An object oriented computer model of the short- and 
long- term arterial pressure control system under both 
physiological and pathological condition is presented.  
The whole system has been modeled and simulated under 
the MODELICATM integrated environment, which uses a 
hierarchical modeling strategy which aids to a quantitative 
understanding of the control process.  
The described approach represents also a valuable tool in 
the teaching of physiology for graduate medical students. 
Future works consider the application of the proposed 
approach to the optimized performance of a patient under-
going hemodialysis treatment. Also, the development of a 
MODELICATM Physiological Library for the building of 
cardiovascular and respiratory models is currently under 
construction. 
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